MATERIALS HANDLING

SS-LSWILLIAMHACKETT SUBSEA LEVER BLOCKS

The William Hackett second generation SS-L5 topside and subsea lever hoist has been the
first lever hoist to be awarded by DNVGL 'Saltwater Immersion test verification'.

Min. Height | Length of Nett Extra

Capacity | No. of | LoadChain | Standard Hook to lever handle | Weight | Weight per

(Tonnes) | Falls (mm) Lift (M) | Hook (mm) (mm) (kg) Metre (kg)
034.SS.083 0.8 1 5.6 x15.7 3 280 245 6.9 0.7
034.SS.323 3.2 1 10 x 28 8 8Y5 415 17.0 2.2
034.SS.1003 10.0 3 10 x 28 8 680 415 50.0 6.6
034.SS.2003 20.0 8 10 x 28 8 1150 415 195.0 17.6

* For more information on William Hackett Subsea Lever Blocks please contact our sales team

WH-L4WILLIAM HACKETT LEVER BLOCKS

The Hackett WH-L4 lever hoist meets and exceeds the requirements of international
standards: BS/EN, American & Australian Standards.

Min. Height | Length of Nett Extra

Capacity | No. of | LoadChain | Standard Hook to lever handle | Weight | Weight per

(Tonnes) | Falls (mm) Lift (M) Hook (mm) (mm) (kg) Metre (kg)
033.075 0.8 1 56 x17 1.5 280 265 6.2 0.7
033.300 3.2 1 10 x 30 1.5 420 415 15.5 1.7
033.900 10.0 3 10 x 30 1.5 680 415 38.3 5.2
033/200 20.0 8 10 x 30 1.5 1150 415 195.0 19.2

* For more information on William Hackett Lever Blocks please contact our sales team.

C4 WILLIAM HACKETT CHAIN BLOCKS

The Hackett WH-C4 chain block meets and exceeds the requirements of international
standards, BS/EN, American, Australian & South African

: Min. Height Nett Extra
Model Capacity | No.of | LoadChain |Hand Chain | Standard Hook to Weight | Weight per
(Tonnes) | Falls (mm) (mm) Lift (M) Hook (mm) (kg) Metre (kg)
HN022.053 0.5 1 5x15 5x 25 3 280 7.8 1.4
HN022.203 2 1 8 x 24 5 x 25 3 445 16.8 2.3
HN022.503 5 2 10 x 30 5 x 25 3 600 39.8 5.3

* For more information on William Hackett Chain Blocks please contact our sales team.






